Location: In Pajarito Canyon, just west of

the N.M. 4 and Pajarito R oad intersection; Elevation
on the south side of Pajarito R oad. (feetasl)
6527.8

Survey coordinates (brass marker

in NW corner of R-23 cement pad):
x: 1647914 E y: 1755165 N (NAD 83 )
2:6527.8 ftasl (NGVD 29)

Drilling: air rotary drilling, casing advance.
R-23 Start date: 8/17/02
R-23 End date: 9/27/02

Borehole R-23 drilled to 935.0 ft. bgs. (T.D.).

Data collection:

Hydrologic properties: Field hydraulic test
Pump test

Cores/cuttings submitted for geochemical
and contaminant characterization: (0)

Groundwater samples submitted for
geochem and contaminant
characterization: (1)

Geologic properties: (14)
Mineralogy, petrography, and chemistry

Borehole logs from R-23:
Lithologic: 0-935.0 ft.
Video (LANL tool): 0-599 ft. (cased)
and 599-826.6 ft. (open hole).
Natural gamma (LANL tool): 0-599 ft. (cased)
and 599-840 ft. (open hole).
Schlumberger Logs: 0-599 ft. (cased) and
599-828 ft. (open hole): Litho density,
Thermal/E pithermal Neutron, Array
Induction, Natural Gamma, Elemental
Capture, and Combinable Magnetic Resonance.

Contaminants Detected in R-23 Water Sample: none

Well construction:
Drilling Completed: 09/27/02.
Contract Geophysics: 09/23-24/02.
Well Constructed : 09/27/02-10/02/02.
Well Developed : 10/08/02-02/20/03
Dedicated Pump: 01/06/03-01/08/03

Casing: 4.5-in. 1.D. stainless steel with external
couplings.

Number of Screens: 1
4.5-in. 1.D. pipe based, s.s. wire-wrapped
with 0.010-in slots.

Screen (perforated pipe interval):
Screen #1-816.0 - 873.2 ft. bgs.

Well development consisted of wire brushing,
bailing, surging, and pumping.

Static water level measured on October 8, 2002,
in completed and developed well.

Geologic contacts for R-23 were determined
by examination of cuttings and interpretation of
geophysical logs. Contacts may be refined by
petrologic, geochemical, or mineralogic analysis
of geologic samples.
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